25X1A

25X1A

Approved For Helease 2002/01/08 : CIA-RDP86-00800R

‘ RQ00100240072-3
CONPIENTIL

20 JuL 1877

MEMORANDUM FOR: Chief, Communications Bngineering, OC

jef, Real Estate and Constructien
Bgvision, oL

_ Alr Conditioning (C)

Memo dtd 3 May 77 to C/RECD/OL fr AC/OC-E,
skme subject (DCE-M77-179)

PROM:

SUBJECT:
REFERENCE:

1. {(8) 1In response to the referent memorandum, a
survey of the HVAC systems was made to determine the defi-
elenclies with the cxisting systems and to develop recommenda-
tions for the critical systenm.

2. {(¥) A major change which hes been directly raspon-
sible for the unsafisfactor{ condition of the chilled water
system was the rempval of the alr-conditioning system in
Boom No. 4. This change has taxed the Acme chillers in Roonm
No. 21 with the additional requirements beyond the design
espacity, which provided redundancy and adequate standby
coupressors. The problem has been compounded by the installa-

tion of 8 third self-contained chiller

in series with the

existing Acme chillers.

It is not practical to control water

range using a number of

t&ﬂgeraturgs for & 19* P. coolin
chillers connected in series wit!
Puyther, the ;iﬁefguard compressor prot
York chiller prohibits satisfactory or

a numbor of compressors.

gction feature on the
reliable modes of

operstion. Decsusc of the existing piging and pumping
arraagesment, paraYtlel comnection of chillers weuld have
59? desipn changes.

required ma

£

3. {U) In erder to determine the best approach for
upgrading the chilled water system, future ceoling load
requirements and dntlcipated building expansion must be
known. Possible options are as follows:
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2. Modify existing system by instslling s sequen-
tial controller, remove the protective time guard on
the York chiller, and install an electric steam hoiler
for humidification. (Adapting multistep controllers
for three chillers connected in series nay not be
practical or workable. An alternate solution for
corracting the existing deficiencles would be to split
the chilled water distribution.)

b, Replace one or both Acme chillers with larger
anits., Install an electric steam boiler.

K €. Replace existing Acme chillers with centrifugal
. chillers, Install an electric steam boiler.

G E@nsfrﬁct 2 new mochanical room to house two
centrifugal c¢hillers and an oil-fired steam boiler:

4, {U) The instellation of separate chillers for the
MAX eiaipmant, electrically connected to the UPS, will be
considered alonpg with any of the above options.

5. (U) To properly evealuate the HVAC system, it is
recoprnended that the existing and projected equipment load
4nts be shown on n plan and be submitted to Real Hstate snd
Construction Division (RECD). In addition to the projected
equipment losd, the approximate size of anticipated bullding
expansion, if any, is also required for sizing the air
gonditioning and space required for the equipment.

6. (U) On teceipt of the Informatien cited above, RECD
will make a detetmination on which of the options are
nost feasible. The estimated costs of an architect-engineer
LA~£; for options 3a. through 3d. are $3,006; $£7,000; $12,000;
snd $32,000 respectively. The time for accomplishing the
design varies frog approximately 20 days to 65 days.
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7. (gg‘i¥?eirher ‘the two higher cost options are
gdogted, s Peridd of 3 weeks will be required to get an A
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